Iz] prevost

Conex push fittings flow regulators

Parallel male regulator with adjusting
knob - Bidirectional - RPM BG

Technical characteristics

Operating pressure: 0 to 10 bar Temperature: 0°C to + 60°C

Construction: Polymer and nickel-
plated brass

BSPP male thread For tube OD Parts Numbers
(mm) (mm) (mm) (mm) (mm) (mm)

21.8 145 G1/8 RPM BG0400

46 24 14 395 182 G1/4 4 RPM BG0401

42 23 10 36 145 G1/8 6 RPM BG0600

46 255 14 395 182 G1/4 6 RPM BG0601

55 271 19 475 22 G3/8 6 RPM BG0602

61 301 24 52 274 G1/2 6 RPM BG0603

€ -~ B 42 246 10 36 145 G1/8 8 RPM BG0800
46 26.8 14 395 182 G1/4 8 RPM BG0801

ff i ! H;lﬂ{l:‘ 55 288 19 475 22 G3/8 8 RPM BG0802
e 61 305 24 52 274 G1/2 8 RPM BG0803
oE 42 285 10 36 145 G1/8 10 RPM BG1000

46 31 14 395 182 G1/4 10 RPM BG1001

55 31 19 475 22 G3/8 10 RPM BG1002

61 34 24 52 274 G1/2 10 RPM BG1003

46 318 14 395 182 G1/4 12 RPM BG1201

55 34 19 475 22 G3/8 12 RPM BG1202

61 358 24 52 274 G1/2 12 RPM BG1203



